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NOTES

THE DRILLED PIERS AT BENT NO.1 AND BENT NO. 2 HAVE BEEN
DESIGNED FOR BOTH SKIN FRICTION AND TIP BEARING. THE
REQUIRED TIP BEARING CAPACITY IS 30 TONS/FTZ .

THE REQUIRED TIP BEARING CAPACITY AT BENT NO.1 AND BENT
NO. 2 SHALL BE VERIFIED.

DRILLED PIERS FOR BENT NO.1 AND BENT NO.2 HAVE BEEN
DESIGNED FOR AN APPLIED LOAD OF 152 TONS EACH AT THE TOP
OF THE COLUMN.

PERMANENT STEEL CASING MAY BE REQUIRED FOR DRILLED PIERS
AT BENT NO.1 AND 2. IF REQUIRED, THE CASING SHALL NOT
EXTEND BELOW ELEVATION 1885° WITHOUT THE ENGINEERS
PERMISSION. THE NEED FOR PERMANENT STEEL CASING WILL BE
DETERMINED BY THE ENGINEER.

FOR PERMANENT STEEL CASING, SEE SPECIAL PROVISIONS FOR
DRILLED PIERS.

DRILLED PIERS AT BENT NO.1 SHALL EXTEND TO AN ELEVATION
ggPHI%HER THAN 1882.0° AND SATISFY THE REQUIRED TIP BEARING
ACITY.

DRILLED PIERS AT BENT NO.2 SHALL EXTEND TO AN ELEVATION
ggpi%%#gR THAN 1882.0" AND SATISFY THE REQUIRED TIP BEARING

THE SCOUR CRITICAL ELEVATIONS FOR BENT NO.1 AND BENT

NO. 2 IS 1887‘. THE SCOUR CRITICAL ELEVATIONS ARE FOR USE BY
MAINTENANCE FORCES TO MONITOR POSSIBLE SCOUR PROBLEMS
DURING THE LIFE OF THE STRUCTURE.

FOR DRILLED PIERS, SEE SPECIAL PROVISIONS.

SID INSPECTIONS MAY BE REQUIRED TO INSPECT THE BOTTOM
CLEANLINESS OF THE DRILLED PIERS AT BENT NO.1 AND BENT
NO. 2. THE ENGINEER WILL DETERMINE THE NEED FOR SID
INSPECTIONS. SEE DRILLED PIER SPECIAL PROVISIONS.

CSL TUBES ARE REQUIRED AND CSL TESTING MAY BE REQUIRED
FOR THE DRILLED PIERS AT BENT NO.1 AND BENT NO. 2. SEE
SPECIAL PROVISION FOR CROSSHOLE SONIC LOGGING.

SPT TESTING IS REQUIRED TO DETERMINE THE TIP BEARING
ﬁéPéCITY OF THE DRILLED PIERS AT BENT NO 1 AND BENT

PILES FOR END BENT NO.1 AND NO.2 SHALL BE DRIVEN TO
A MINIMUM BEARING CAPACITY OF 50 TONS.

STEEL PILE POINTS ARE REQUIRED FOR PILES AT END BENT
NO. 1 AND END BENT NO. 2. SEE SPECIAL PROVISIONS FOR
STEEL PILE POINTS.

WHEN DRIVING PILES, THE MAXIMUM BLOW COUNT SHALL
NOT BE EXCEEDED.
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